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100. The label shall include the manu-
facturer’s name and plant location.

(c) Periodic tests and quality assurance
inspection. Under the procedure set
forth in §200.935(d)(8), testing and in-
spection shall be conducted as follows:

(1) The Administrator shall visit the
manufacturer’s factory every two years
to assure that the initially accepted
quality assurance procedures are being
followed.

(2) At least every four years, the ad-
ministrator shall visit the manufactur-
er’s facility to select a sample of each
certified solar water heating system
for testing by a laboratory approved by
the administrator.

(d) Warranty. The manufacturer shall
provide, at no cost, a full five-year war-
ranty against defects in material or
workmanship, on the absorber plate,
cooling passages, and the collector (ex-
cluding any glass), running from the
date of installation of the solar water
heating system. The warranty also
shall include the full costs of field in-
spection, parts, and labor required to
remedy the defects, and will include
the cost of replacement at the site if
required. This warranty is not required
to cover defects resulting from expo-
sure to harmful materials, fire, flood,
lightning, hurricane, tornado, hail-
storms, earthquakes, or other acts of
God, vandalism, explosions, harmful
chemicals or other fluids, fumes or va-
pors. This exclusion will apply to the
operation of the collector under exces-
sive pressures or excessive flow rates,
misuse, abuse, negligence, accidents,
alterations, falling objects or other
causes beyond the control of the manu-
facturer. Following the initial five
years, the manufacturer shall provide a
limited no-cost five-year warranty for
collector parts on a prorata allowance
basis.

[58 FR 67676, Dec. 22, 1993]

§200.952 Supplementary specific re-
quirements under the HUD building
product standards and certification
program for particleboard interior
stair treads.

(a) Applicable standards. (1) All inte-
rior particleboard stair treads shall be
designed, manufactured, and tested in
compliance with ANSI A208.1-1993
Particleboard, Grade M-3.
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(2) This standard has been approved
by the Director of the Federal Register
for incorporation by reference in ac-
cordance with 5 U.S.C. 5562(a) and 1 CFR
part 51, and is available from the
American National Standards Insti-
tute, Inc., 11 West 42nd Street, New
York, NY 10036.

(b) Labeling. Under the procedures set
forth in §200.935(d)(6) concerning label-
ing of a product, the administrator’s
validation mark and the manufactur-
er’s certification of compliance with
the applicable standard are required to
be on the certification label issued by
the administrator to the manufacturer.
Each interior particleboard stair tread
shall include the manufacturer’s state-
ment of conformance to UM 70b, a
statement that this product is for inte-
rior use only, and the manufacturer’s
name and plant location.

(c) Periodic tests and quality assurance.
Under the procedures set forth in
§200.935(d)(8) concerning periodic tests
and quality assurance inspections, the
frequency of testing for a product shall
be described in the specific building
product certification program. In the
case of interior particleboard stair
treads, testing and inspection shall be
conducted as follows:

(1) At least once every three months,
the administrator shall visit the manu-
facturer’s facility to select a sample
for testing in a laboratory approved by
the administrator.

(2) The administrator shall also re-
view the quality assurance procedures
twice a year to assure that they are
being followed by the manufacturer.

[63 FR 5424, Feb. 2, 1998]

§200.954 Supplementary specific re-
quirements under the HUD building
product standard and certification
program for construction adhesives
for wood floor systems.

(a) Applicable standards. (1) All con-
struction adhesives for field glued wood
floor systems shall be designed, manu-
factured, and tested in compliance with
the following American Society for
Testing and Materials (ASTM) stand-
ard: D 3498-93 Standard Specification
for Adhesives for Field-Gluing Plywood
to Lumber Framing for Floor Systems
except that the mold and bacteria re-
sistance tests shall not be included.
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(2) This standard has been approved
by the Director of the Federal Register
for incorporation by reference in ac-
cordance with 5 U.S.C. 5562(a) and 1 CFR
part 51, and is available from the
American Society for Testing & Mate-
rials Inc., 100 Barr Harbor Drive, West
Conshohocken, PA. 19428.

(b) Labeling. Under the procedures set
forth in §200.935(d)(6) concerning label-
ing of a product, the administrator’s
validation mark and the manufactur-
er’s certification of compliance with
the applicable standard are required to
be on the certification label issued by
the administrator to the manufacturer.
Each container shall be marked as
being in compliance with UM 60a. The
label shall also include the manufac-
turer’s name, plant location, and shelf
life.

(c) Periodic tests and quality assurance.
Under the procedures set forth in
§200.935(d)(8) concerning periodic tests
and quality assurance inspections, the
frequency of testing for a product shall
be described in the specific building
product certification program. In the
case of construction adhesives for field
glued wood floor systems, testing and
inspection shall be conducted as fol-
lows:

(1) At least every six months, the ad-
ministrator shall visit the manufactur-
er’s facility to select a sample for test-
ing in a laboratory approved by the ad-
ministrator.

(2) The administrator shall also re-
view the quality assurance procedures
twice a year to assure that they are
being followed by the manufacturer.

[63 FR 5424, Feb. 2, 1998]

§200.955 Supplementary specific re-
quirements under the HUD building
product standard and certification
program for fenestration products
(windows and doors).

(a) Applicable standards. (1) All win-
dows and doors shall be designed, man-
ufactured, and tested in compliance
with American Architectural Manufac-
turers Association (AAMA) standard,
AAMA/NWWDA 101/1.8.2-97 Voluntary
Specifications for Aluminum, Vinyl
(PVC) and Wood Windows and Glass
Doors.
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(2) This standard has been approved
by the Director of the Federal Register
for incorporation by reference in ac-
cordance with 5 U.S.C. 5562(a) and 1 CFR
part 51, and is available from the
American Architectural Manufacturers
Association, 1827 Walden Office Square,
Suite 104, Schaumburg, IL 60173.

(b) Labeling. Under the procedures set
forth in §200.935(d)(6) concerning label-
ing of a product, the administrator’s
validation mark and the manufactur-
er’s certification of compliance with
the applicable standards are required
to be on the certification label issued
by the administrator to the manufac-
turer. Each window or glass door shall
include the manufacturer’s name, plant
location, and statement of compliance
with UM 111.

(c) Periodic tests and quality assurance
inspections. Under the procedures set
forth in §200.935(d)(8) concerning peri-
odic tests and quality assurance in-
spections, the frequency of testing for
a product shall be described in the spe-
cific building product certification pro-
gram. In the case of windows and glass
doors, testing and inspection shall be
conducted as follows:

(1) At least once every four years, the
administrator shall visit the manufac-
turer’s facility to select a commercial
sample for testing in a laboratory ap-
proved by the administrator.

(2) The administrator shall also re-
view the quality assurance procedures
twice a year to assure that they are
being followed by the manufacturer.

[63 FR 5424, Feb. 2, 1998]

Subpart T—Social Security Num-
bers and Employer Identifica-
tion Numbers; Assistance Ap-
plicants and Participants

§200.1001 Cross-reference.

The provisions in subpart B of part 5
of this title apply to Social Security
Numbers and Employer Identification
Numbers for assistance applicants and
participants.

[61 FR 11118, Mar. 18, 1996]



